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Warning System for Maritza and Tundja rivers
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Alarm threshold values and warning procedures
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Workshop Agenda

Morning session
Block 1 General (9:30 — 10:00 )

Opening by Mr. Roques and the representatives of the
beneficiary

Introduction of the participants
Short review of the project and
Objectives of the workshop

Block 2 Watershed characteristics; Geography and and
hydrology

Mr Lissev : 10:00 — 10:45
Review of the river system
Flood genesis

Flood statistics

Flood propagation times
Dam influence on floods

10:45 — 11:00 Coffee break

Block 2 : Flood Forecasts, Warnings and Thresholds
Mr. Roques :11:00 — 11:30

Block 3 : Vulnerable Areas and Thresholds; Tundja ~4 4
Basin ay
Q&A : 11:30 - 12:30

12:30 - 13:30 Lunch break

Afternoon session

Block 4: Vulnerable Areas and Thresholds; Upper
Maritza

13:30 : 14:30

Block 4 (cont) : Vulnerable Areas and Thresholds;
Lower Maritza and Tributaries Maritza

14:30 — 15:45
15:45 — 16:00 coffee break

Block 6 : Closure

Q&A Summary, conclusion and closure of the workshop
Mr. Roques 16:00 — 16:30
O
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.+ 1echnical Assistance for Flood Forecasting and Early .
| . . . . Al
|Zi:l-=m Warning System for Maritza and Tundja rivers e

bt ‘i::-ﬂ o]

This project is part of the more global European PHARE project
“Capacity Improvement for Flood Forecasting in the Bulgarian-
Turkey Cross Border Cooperation Region”. Its realisation has been
entrusted by the Ministry of Regional Development and Public
Works to the consortium “BCEOM société d’Ingénierie” & “HKV
Consultants” from France and Holland with the participation of
Bulgarian experts and the support of the National Institute of
Meteorology and Hydrology (NIMH) and the East Aegean River Basin
Directorate of the Ministry of Environment and Water. It started
officially on October 2nd.

It comes with a supply component contract where Hydro-meteorological
stations and software for Flood modelling and Flood forecasting is
provided.
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|- Warning System for Maritza and Tundja rivers
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Technical Assistance for Flood Forecasting and Early
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The system we are developing will provide forecasts of river
discharges and water levels along Maritza and Tundja several
hours in advance (from 6 hours to more than 60 hours
depending on where you are in the basin).

Consequently, when our forecasts show that some discharge or
water level value may be reached at some point in the future we
can raise some warning or alarm within our system and produce
automatically information summaries (bulletins) that can be
addressed to the authorities.
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Technical Assistance for Flood Forecasting and Early

1= Warning System for Maritza and Tundja rivers

The purpose of this workshop, is to discuss on how defining
together

» The flood alarm threshold values for discharges and/or
water levels in the different river reaches with vulnerable
areas to be used locally to warn or alert the authorities
there.

» The type of information needed for the warning
procedures to be used in the Maritsa and Tundja basin
for the authorities

This discussion is necessary in order to take into account the
specific wills, needs and knowledge of the different
stakeholders which are concerned by the issue of floods in this
area for civil protection and urban management
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L Project study logic

phare™

NIHM
data

Hydro-meteo Geographical

Topographic
Data & Topographical pograp

surveys

Analysis Data acquisition
Flood
Scenarios
Model Set up
Hydrology
Hydraulics

—>

Flood maps

Real time
Flood forecasting
system l
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! The flood modelling approach

Observed Rainfalls
(or Meteo forecasts)

0

Hydrology

Study of Flood genesis from rain
and/or snow-melting.
Rainfall-Runoff models for each
sub-basin are based upon data
analysis and general description.
Topography has not to be precise.
Outputs are discharge hydrograms

Hydraulics

Flood propagation in the

river and banks

Flows are modelled using flow mechanics
Topographic data are essential

Data are needed for model calibration
Discharges and water heights are linked

in the model
BCEOM
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! Ouput from hydraulic models : flood maps

Hydraulic models |
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Watershed characteristics

Geography and hydrology
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m Maritza basin Hypsometry
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B
m Tundja basin Hypsometry

HIPSOGRAPHIC CURVE - TUNDJA
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Meteorology and Flood Genesis

Basically four types of Flood :

>

SOCIETE FRANCAISE DYINGENIERIE

TN

CONSULTANTS

Winter floods due to a series of Mediterranean cyclones propagating Eastward
from Mediterranean sea across the Balkan peninsula (December-15 Feb) show
intensive repetitive rain throughout all the basin; result in large and long floods in
the lower Maritza

End of winter early spring : same as above but with sudden air warming ;
worsened by the effect of snow melting

Spring and early summer flood (later if rainy summers) : Convective precipitation
along cold fronts of slowly moving cyclones (Eastward) re-alimented by soil
moisture ; will touch the upper basins of both Tundja and Maritza with large flash
floods

Fall season floods : Convective precipitations from the Mediterranean alimented
by warm sea water with a slowly moving cyclone centering along the Balkan
coasts then eventually to the Black Sea ; will touch mostly the lower parts of
Maritza and Tundja
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= Seasonality of floods

20

18

N
(e}

N
N
|

Number of Years .

S0

CIETE FRANGAISE D INGENIERIE

_Ljy

T T\

/ CONSULTANTS

N
N
I

N
o
|

Monthly Distribution of the Floods on Maritza (Harmanly) for 84 years
and Tundja (Elhovo) 42 years

OAIl floods Maritza

B Maritza > 1000m3/s

Tundja>100 m3/s

Months
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Statistics on Rainfalls

Increase of max daily rainfalls during the last 17 years : (upper Maritza)
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Statistics on Rainfalls

Increase of max daily rainfalls during the last 17 years : (Upper Rodope)
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Statistics on Rainfalls

Increase of max daily rainfalls during the last 17 years : (Tundja)
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| Floods on Maritza (Harmanli)

Historica
Phare

Yearly floods on Maritza

‘lYearIy floods on Maritza ‘
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B istorical Floods on Tundja

phare™

Yearly Floods on Tundja at Elhovo
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B |istorical Floods on Tundja (Banya)

phare™

Yearly Floods on Tundja at Banya
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Historical Floods on Tundja

Yearly Floods on Tundja at Yambol and Elhovo
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! Historical Floods on Tundja (Banya)

. maximume-likelihood estimate: Annual maxima Banja 1961-2006
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B Fiood statistics on Tundja Yambol
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Exceedance probakbility
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o Flood statistics on Tundja (Elhovo)

phare™

i maximum-likelinood estimate: Annual maxima Elhovo 1961-2006
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B Flood statistics on upper Maritza (Pazardjik)

phare™

Igna}e;ir’nur’n-IiI-:eIihu:u:u:i estimate; Annual maxima Pazardzik 1961-2006
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Historical Floods on Maritza (Plovdiv)

. maximum-likelihood estimate; Annual maxima Plovdiv 1961-2008
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Historical Floods on lower Maritza (Harmanli)

Phare

ﬁ’na}{imum—lil{elihund estimate; Annual maxima Harmanli 19681-20086
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Flood propagation on Maritza (flood 2005)
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Propagation times of Flood waves for Maritza
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B Fiood propagation on Tundja (03-2006 flood )
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= Propagation times of Flood waves for Tundja
s (Q <> 100m3/5)
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Influence of Dams and Reservoirs

R

-\, CONSULTANTS

Date of construction Vacha :1975; Topolniza 1963; Zrebchevo
1973)

Obviously Dams modify flood regimes and statistics but until
which discharge ?

Extreme floods remain the same ! Once filled, Dams are
overtopped (eg Topolnitza ; 2005; Arda 2006 and 2007) and
let the flood go

Question : Yearly probability for Dam overtopping ?
Estimations are needed for :

> Vacha dam (out of the scope of this project) : security 25 Mm3
> Zrebchevo reservoir : security 100 Mm3

> Topolnitza (+/- known now.) : security : 45 Mm3

Workshop on Alarm threshold values and warning procedures 09/07/2008
Page 33



100 i \\\‘
™NE
N
Y o]
e N
£ ™
: e
2 \\\\
10 AN
1 0.007 0.01 A
Probability of exceedance %
New Data (2000-2007)
__BCEOM _

-\. CONSULTANTS

Volume m?3 x 10°

N
N
100 *5\\
TN
N 73
\\
N
\\\
N
N
N
10 \K
100 0.0 7

Probability of exceedance %

Risk of overtopping : 150 Mm3 of inflow ; Theoretical : 500 y
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Topolnitza Dam statistics on inflows and overtoppings
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Flood Forecasts, Warnings and Thresholds

Workshop on Alarm threshold values and warning procedures 09/07/2008
Page 36



T Flood Forecasting system organisation

phare™

Data acquisition
system

Interfac%

Daily
Meteo forecasts:l/r\
and/or prepared

Return gf

scenarios _
experighce
Crisis management
team
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: Flood Warning system : Forecasts and Thresholds
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R

Data Interpretation
Collection & Response
Data Warning
Transmission Dissemination

Meteorological
Forecasting
Flood Warning
Forecasting Preparation
Decision to warn I 1

e
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Flood Forecasting sequences : 24/24 operations i

Forecast N°1 Forecast N°2 Forecast N°x Forecast N°N-1 Forecast N°N Forecast N°N+1

) Runl /‘ "1 /‘ ) Runl f “1 /‘ RU.IT/‘ 1 f

!

Intialisation

Data
collection +
assimilation

Data
collection +
assimilation

Data
collection +
assimilation

Data
collection +
assimilation

Data
collection +
assimilation

Data
collection +
assimilation

may run for several days or weeks

Once it is started, the forecasting system ‘

Initialised at To then Runs every Tf (to be parameterised)

Data collection from NIMH when available before Time T interfaces to be set
Data coherence analysis on retrieved data to be defined and designed

Process data assimilation : "mix" observations with results from last computation
Run the models at time T using initial conditions from data assimilation

Provide results at node points defined as output discharges / water heights

. [
e Workshop on Alarm threshold values and warning procedures 09/07/2008
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! Flood Warning system : Forecasts and Thresholds ﬁ

Control Point Yambol Forecast long
— Forecast short
-= Observed
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®
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122,00 \ \
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Flood Warning system with FFS

Rainfall Analysis

From: 08:00:00 10403/2005

To : 09:00:00 15/03/2005
@ 4z -4z

@ 185 - 264

s Analysis & prediction

If warnings are deemed necessary, they are:
< » Prepared manually / automatically

» Automatically disseminated
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Roles and responsibilities during flood events

Institute of Meteorology
*Operates the forecasts 24/24 during
the crisis

*Alerts the regional basin crisis centre
of evolutions

*Provides forecasted data

Regional Basin crisis centre
Issues flood warnings and forecasts
Issues river heights bulletins / info
Prepares / uses flood maps

=
g

National crisis centre
Coordinates flood disaster
response

Local Government crisis

Coordinate regional actions of
flood mitigation

Implement local disater plans
Provide local advices and
recommendations

actions of flood
centre ” mitigation

Regional crisis

centre
Coordinate local

Broadcast information / bulletins

MEDIA

|

I

COMMUNITY at RISK
Acts on advices, and warnings
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Vulnerable areas and Thresholds
TUNDJA BASIN
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re Proposed Control points with Threshold values for Tundja =

Control Points on Civil
Tundja Vulnerable areas / settlements Protection
Banja, Binkos, Charda, Slivenski mineralni bani,
HMS Banja Mechkarevo, Samuilovo Sliven
Krushare Krushare, Zelyu Vojvoda, Zavoy
Zavoy, Veselinovo, Yambol, Okop, Hanovo,
HMS Yambol Tenevo Yambol
Yambol
HMS Elhovo Konevec, Trankovo, Kniazevo (Elhovo)
HMS Srem (Planned) Srem, Turkey (Edirne) Haskovo
Mochuritza-HMS
Vodenichene Vodenichene, Charda Yambol
e T
e Workshop on Alarm threshold values and warning procedures 09/07/2008

Page 45

-\, CONSULTANTS




HMS Banya

HMS Vodenichane

Upper Tundja
Basin

SOCIETE FRANCA!
3
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Threshold values for upper Tundja :
Preliminary Model results

1-3-2006 12:00:00
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Settlements for upper Tundja

o

Lower Tundja
Basin
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Threshold values for lower Tundja
Preliminary Model results

1-3-2006 12:00:00
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Vulnerable areas and Thresholds
MARITZA BASIN
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Proposed Control points with Threshold values for Maritza

Control Points Settlements at Stakes Pr(ﬁ:e‘:tlion

HMS Belovo Belovo, Zlokuchene, Zvanichevo Pazardzik
Pazardzik, Miriantzi, Ognianovo, 7. Hadzievo,

HMS Pazardzik Trivodici, Govedare, Stambolijski Pazardzik

HMS Plovdiv Orizare, Plovdiv Plovdiv

HMS Parvomay Parvomay, Dobri dol, Brod, Nova nadezda Plovdiv
Dimitrovgrad, Chernokonevo, Brod, Nova

Dimitrovgrad nadezda Haskovo

Simeonovgrad Simeonovgrad Haskovo

HMS Harmanly Harmanly Haskovo
Svilengrad, Generalovo, Kapitan Andreevo ;

HMS Svilengrad EDIRNE Haskovo

=
o Workshop on Alarm threshold values and warning procedures 09/07/2008
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Proposed Control points with Threshold values for

Maritza tributaries

Civil
Control Points Vulnerable settlements Protection
Lesichovo, Kalugerovo, Pamidovo,
Topolnitza- Lesichovo Saraya(Yunacite), Dragor, Highway crossing Pazardzik
Chepinska - Vetren dol,
Varvara Vetren dol, Varvara Pazardzik
Luda Yana — HMS Roseb | HMS Sbor, Chernogorovo, Krali Marko, Highway
(Sbhor) crossing Pazardzik
Krichim, Kurtovo Konare,Yoakim Gruevo,
Vacha- Dam Krichim Kadievo Plovdiv
Parvenecka - HMS
Hrabrino Hrabrino, Parvenec Plovdiv
Chepelarska—HMS
Bachkovo Asenovgrad, Katunica Plovdiv
Galabovo, Galabovo (Musachevo)?, Piasachevo,
Sazlika — HMS Galabovo | Kalugerovo, Navasen Haskovo
O
e Workshop on Alarm threshold values and warning procedures 09/07/2008
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Vulnerable areas
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Threshold values for Upper Maritza

» Validate Stakes for every control point...

» As the model is not operational for now we may propose for
Alert :

> Belovo (short term only) : rating curve ? 72 of 2005 for alert
Pazardjik / Maritza : %2 2005 = 600 m3 /s

Maritza Plovdiv : 2/3 2005 or more ?

Pazardjik / Topolnitza ; Dikes computed for # 250 m3 /s
Luda Yana (short term only) :

Vacha (Plovdiv; just observed : basin not covered by the
FFS); Wait

Chepelarska (Plovdiv) 2005 =150 m3/s (max 400 in 2002)
» Vacha and Topolnitza water level ?

YV V V VY VY

R
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Vulnerable areas

HMS Parvomay

Dimitrovgrad




Vulnerable areas
itza Basin

HMS Galabovo

Dimitrovgrad

‘ Simeonovgrad

simeonovgrad|

HMS Svilengrad




Threshold values for Lower Maritza

» Validate the vulnerable areas locally

» As the model is not operational for now we may propose for
Alert :

Parvomay - 2/3 of 2005 for alert ?
Dimitrovgrad - 2/3 of 2005 ?
Simeonovgrad : 2/3 2005 or 2006 ?
Harmanly : 2/3 - 2005 or 2007 ?
Svilengrad : 2/3 - 2005 or 2007 ?

YV V V VY
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! Discussions

» Content of bulletins

» How to deal with uncertainties of forecasts

» Way of dissemination (Fax / Telephone / Internet)
» Raise / End of Warnings / Alert

W
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Conclusions of the Workshop

A\

Control points : Relevant ? Approved ? Need more ?

Thresholds will be refined when the models will be ready and
calibrated : Methodology approved ? Discharges or Level ?

Type and format of bulletins
Warning / pre-Alert / Alert Cycles

A\

Y VY

Y

What type of complementary information ? Internet ?

What functions expected by EARBD and/or NIMH for
Broadcasting of warnings / Alert messages and Bulletins

Y

R
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